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M-806     7-28-05-2

SAFETY STATEMENTS

  DANGER

GENERAL SAFETY PRECAUTIONS

WARNING! READ MANUAL PRIOR TO INSTALLATION
Improper installation, operation, or maintenance of this equipment could result in
serious injury or death. Operators and maintenance personnel should read this
manual, as well as all manuals related to this equipment and the prime mover
thoroughly before beginning installation, operation, or maintenance. FOLLOW ALL
SAFETY INSTRUCTIONS IN THIS MANUAL AND THE PRIME MOVER’S
MANUAL(S).

READ AND UNDERSTAND ALL SAFETY STATEMENTS
Read all safety decals and safety statements in all manuals prior to operating or
working on this equipment. Know and obey all OSHA regulations, local laws, and
other professional guidelines for your operation. Know and follow good work practices
when assembling, maintaining, repairing, mounting, removing, or operating this
equipment.

KNOW YOUR EQUIPMENT
Know your equipment’s capabilities, dimensions, and operations before operating.
Visually inspect your equipment before you start, and never operate equipment that is
not in proper working order with all safety devices intact. Check all hardware to
ensure it is tight. Make certain that all locking pins, latches, and connection devices
are properly installed and secured. Remove and replace any damaged, fatigued, or
excessively worn parts. Make certain all safety decals are in place and are legible.
Keep decals clean, and replace them if they become worn or hard to read.

WARNING

CAUTION

THIS SIGNAL WORD IS USED WHERE SERIOUS INJURY OR DEATH
WILL RESULT IF THE INSTRUCTIONS ARE NOT FOLLOWED PROPERLY.

THIS SIGNAL WORD IS USED WHERE SERIOUS INJURY OR DEATH
COULD RESULT IF THE INSTRUCTIONS ARE NOT FOLLOWED PROP-
ERLY.

THIS SIGNAL WORD IS USED WHERE MINOR INJURY COULD RESULT IF
THE INSTRUCTIONS ARE NOT FOLLOWED PROPERLY.

NOTICE INDICATES A PROPERTY DAMAGE MESSAGE.   NOTICE

THIS SYMBOL BY ITSELF OR WITH A WARNING WORD THROUGHOUT THIS
MANUAL IS USED TO CALL YOUR ATTENTION TO INSTRUCTIONS INVOLVING
YOUR PERSONAL SAFETY OR THE SAFETY OF OTHERS. FAILURE TO FOLLOW
THESE INSTRUCTIONS CAN RESULT IN INJURY OR DEATH.
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GENERAL SAFETY PRECAUTIONS
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WARNING! DO NOT MODIFY MACHINE OR ATTACHMENTS
Modifications may weaken the integrity of the attachment and may impair the function,
safety, life, and performance of the attachment. When making repairs, use only the
manufacturer’s genuine parts, following authorized instructions. Other parts may be
substandard in fit and quality. Never modify any ROPS (Roll Over Protection Struc-
ture) or FOPS (Falling Object Protective Structure) equipment or device. Any modifi-
cations must be authorized in writing by the manufacturer.

WARNING! SAFELY MAINTAIN AND REPAIR EQUIPMENT
• Do not wear loose clothing or any accessories that can catch in moving parts. If

you have long hair, cover or secure it so that it does not become entangled in the
equipment.

• Work on a level surface in a well-lit area.
• Use properly grounded electrical outlets and tools.
• Use the correct tools for the job at hand. Make sure they are in good condition for

the task required.
• Wear the protective equipment specified by the tool manufacturer.

SAFELY OPERATE EQUIPMENT
Do not operate equipment until you are completely trained by a qualified operator in
how to use the controls, know its capabilities, dimensions, and all safety require-
ments. See your machine’s manual for these instructions.
• Keep all step plates, grab bars, pedals, and controls free of dirt, grease, debris,

and oil.
• Never allow anyone to be around the equipment when it is operating.
• Do not allow riders on the attachment or the prime mover.
• Do not operate the equipment from anywhere other than the correct operator’s

position.
• Never leave equipment unattended with the engine running, or with this attach-

ment in a raised position.
• Do not alter or remove any safety feature from the prime mover or this attach-

ment.
• Know your work site safety rules as well as traffic rules and flow. When in doubt

on any safety issue, contact your supervisor or safety coordinator for an explana-
tion.
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INSTALLATION AND OPERATION

M-851   5-31-05

ATTACHING AND DETACHING EQUIPMENT
Please see your vehicle operator’s manual for instructions on attaching and detaching your equipment.

OPERATING EQUIPMENT
Read all Safety Precautions before operating your new attachment. If you have not been supplied with
a load chart for your attachment, order one from your dealer, and place it inside the operating machine
for safe lift capacity limits.

Refer to your machine operator’s manual for attachment operation.

SIDE TILT FORK CARRIAGE
When using the tilt feature keep the load as level as possible, using extreme caution when driving off of
a slope to reposition the forks, to prevent the load from sliding off of the forks or pallet.

NOTE: If the carriage tilts or drifts due to oil leakage within the cylinder assembly, discontinue use until
 the problem has been corrected.

When using the shift feature to pick up a load, be sure to return the forks and load to the center posi-
tion as soon as possible. Do NOT travel with loaded forks shifted to the side.
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MAINTENANCE AND SERVICE
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CYLINDER SEAL REPLACEMENT
  	 The following information is provided to assist you in the event you should need to repair or rebuild a hy-
draulic cylinder.  When working on hydraulic cylinders, make sure that the work area and tools are clean and free 
of dirt to prevent contamination of the hydraulic system and damage to the hydraulic cylinders.  Always protect the 
active part of the cylinder rod (the chrome section).  Nicks or scratches on the surface of the rod could result in 
cylinder failure.  Clean all parts thoroughly with a cleaning solvent before reassembly.

DISASSEMBLY PROCEDURE
IMPORTANT:  Do not contact the active surface of the cylinder rod with the vise.  Damage to the rod could 
result.

THREADED TYPE GLAND      	
1.  	 Rotate the gland with a spanner wrench counterclockwise until the gland is free of the cylinder tube.
2.	 Pull the cylinder rod from the cylinder tube and inspect the piston and the bore of the cylinder tube for 

deep scratches or galling. If damaged, the piston AND the cylinder tube must be replaced.

3.	 Remove the hex nut, piston, flat washer or spacer tube (if so equipped), and gland from the cylinder rod.  If 
the cylinder rod is rusty, scratched, or bent, it must be replaced.

4.	 Remove and discard all the old seals.

ASSEMBLY PROCEDURE
IMPORTANT:  Replace all seals even if they do not appear to be damaged.  Failure to replace all seals may 
result in premature cylinder failure.  NOTE:  Seal kits will service most cylinders of similar bore size and 
rod diameter.

1.	 Install the cylinder rod seal in the gland first.  Be careful not to damage the seal in the process, as it is 
somewhat difficult to install.

NOTE: A special installation tool (Part #65349) is available to help with installing the seal.  Simply fit the end of the 
tool over the seal so that the large prong of the tool is on the outside of the seal, and the two smaller prongs on the 
inside.  The lip of the seal should be facing towards the tool.  Rotate the handles on the tool around to wrap the seal 
around the end of the tool. 
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